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EPOS 3416  Two independent mechanical self-winding movements to 
display simultaneously the time in two different time zones: ETA 2671 for 
local time and local date indication. ETA 2671 modified by Epos with 
inverse 24-hour-indication for 2nd time zone with date indication. Stainless 
steel case with black and rose PVD coating, domed sapphire crystal and 
screwed see-through back. Water resistant 5 ATM. Black dial decorated 
with the “Côtes de Genève” pattern, luminescent arabic figures. Black leather 
strap. Diameter: 42 x 36 mm, thickness: 13.1 mm. Available in different 
colour versions.

EPOS 3417  Mechanical self-winding movement ETA 2824, decorated. 
Date indication. Stainless steel case with black and rose PVD coating, 
domed sapphire crystal and screwed see-through back. Water resistant 
5 ATM. Black dial decorated with the “Côtes de Genève” pattern and 
luminescent arabic figures. Black leather strap. Diameter: 42 x 36 mm, 
thickness: 13.1 mm. Available in different colour versions.

EPOS 3417OH  Mechanical self-winding semi-skeleton movement ETA 
2824, decorated. Visible balance wheel at 12 o’clock. Stainless steel 
case with black PVD coating, domed sapphire crystal and screwed see-
through back. Water resistant 5 ATM. Black dial decorated with the “Côtes 
de Genève” pattern, luminescent arabic figures. Black leather strap. 
Diameter: 42 x 36 mm, thickness: 13.1 mm. Available in different colour 
versions.

EPOS 3417SK  Mechanical self-winding skeleton movement ETA 2824, 
engraved. Stainless steel case with black PVD coating, domed sapphire 
crystal and screwed see-through back. Water resistant 5 ATM. Black 
dial decorated with the “Côtes de Genève” pattern, luminescent arabic 
figures. Black leather strap. Diameter: 42 x 36 mm, thickness: 13.1 mm. 
Available in different colour versions.
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EPOS 3409  Mechanical self-winding movement ETA 2824, decorated. 
Date indication. Stainless steel case with anti-reflective, scratch-resistant 
sapphire crystal. Screwed see-through back. Water resistant 5 ATM. 
Black dial decorated with the “Côtes de Genève” pattern, applied luminescent 
indexes. Leather strap or steel bracelet. Diameter: 39 mm, thickness: 
9.1 mm. Available in different colour versions.

EPOS 3410  Mechanical self-winding movement ETA 2834, decorated. 
Date and day indication. Stainless steel case with rose PVD coating and 
anti-reflective, scratch-resistant sapphire crystal. Screwed see-through back. 
Water resistant 5 ATM. Black dial decorated with the “Côtes de Genève” 
pattern, applied luminescent indexes. Leather strap or steel bracelet. 
Diameter: 39 mm, thickness: 9.1 mm. Available in different colour versions.

EPOS 3412  Exclusive special edition, limited worldwide to 888 pieces. Mechanical hand-wound semi-skeleton movement Unitas 6497, decorated and 
engraved. Visible balance wheel at 12 o’clock. Stainless steel case and anti-reflective, scratch-resistant sapphire crystal. Crown protection with engraved 
limited edition number. Screwed see-through back.  Water resistant 10 ATM. Dark grey dial with applied arabic figures. Leather strap. Diameter: 42.5 mm, 
thickness: 11.1 mm. Available in different colour versions.
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EPOS 3413  Mechanical self-winding movement ETA 2824 or SW 200. Calendar. Stainless steel case with sapphire crystal, unidirectional rotating 
bezel. Water resistant 20 ATM, screw-down crown. Black dial with luminous indexes. Steel bracelet. Diameter: 41 mm, thickness: 10.8 mm. Available 
in different colour versions.

EPOS 4413  Mechanical self-winding movement ETA 2671. Calendar. Stainless steel case with sapphire crystal, unidirectional rotating bezel. Water 
resistant 20 ATM, screw-down crown. Black dial with luminous indexes. Steel bracelet. Diameter: 30 mm, thickness: 10.8 mm. Available in different 
colour versions.

EPOS 3411  Mechanical self-winding movement ETA 2824 or SW 200. Date indication. Stainless steel case with rose PVD coating and sapphire crystal. 
Water resistant 5 ATM. Dark grey dial with luminescent indexes. Leather strap or steel bracelet. Diameter: 39 mm, thickness: 10.2 mm. Available in 
different colour versions.

EPOS 4411  Mechanical self-winding movement ETA 2824 or SW 200. Date indication. Stainless steel case with rose PVD coating and sapphire crystal. 
Water resistant 5 ATM. Dark grey dial with luminescent indexes. Leather strap or steel bracelet. Diameter: 31.4 mm, thickness: 10 mm. Available in 
different colour versions.


